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PRODUCTION OF ACOUSTIC ELEMENTS
WITH CNC AGGREGATES

Technical Specifi cations

Max. input speed: 6.000 rpm

Max. output speed: 9.000 rpm

Gear ratio: 1 : 1,48

Max. torque: 8 Nm

Permissible operating
temperature: max. 85°C

Positioning of 
torque arm: 360°

Machining angle: 0°

Number of tool outputs: 1 / fi xed

Lubrication: Grease / Lifetime lubrication 

Amplitude: 2 mm

Frequency: 150 Hz

SOFT CUTTER PRO FUNCTION LINE
Aggregate for cutting soft materials such as honeycomb core, acoustic 
elements, and textiles through the use of oscillating movements

Machining capabilities: Cutting of straight-edged or radius cutouts
Typical applications:
• Textile: Cutting of fabrics or textiles (e.g., leather, felt, etc.)
• Cutting to size of honeycomb cores for doors, exhibition stand construction, 
 or recreational vehicle construction 
• Acoustic elements: Cutting of polyester, foam, or other sound-absorbing materials
• Aerospace and boat building: Cutting of honeycomb core
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Machine connection:

ATEMAG aggregates are used on 
all CNC machines and robot sys-
tems. The machine connection is 
precisely matched to the technical 
requirements of the CNC machine 
or robot.

Tool connection:

• Weldon Ø6 mm

Via the oscillating blade movement, either 
straight or radius cuts are made in soft materials 

– cutting at an angle is also possible if 5-axis 
technology is used

Mechanical
production 
of acoustic
elements

Grooves
Angular aggregate 
with two tool holders

Soft 
material

Cutting of soft materials, such as 
felt, leather, foam, polyester 

Drilling
pictures

Multi-hole drilling and complex 
drilling patterns in one stroke 

Multiple
grooves

Multiple grooves of the 
acoustic slotted panels 
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Technical Specifi cations

Max. input speed: 12.000 rpm

Max. output speed: 8.100 rpm

Gear ratio: 1 : 0,676

Max. torque: 22 Nm

Permissible operating 
temperature: max. 85°C

Number of tool outputs: 2 / fi xed

Positioning of 
torque arm: 360°

Machining angle: 90°

Lubrication: Oil / Oil bath lubrication

DUO ULTRA LINE
Aggregate for heavy-duty sawing ideal for large saw blades, roughing 
cutters, profi le cutters, and grinding tools with two tool outputs
Machining capabilities: Sawing, routing, brushing, planing, and grinding
Typical applications:
• Time savings in the process and space savings in the tool changer 
 (even with 5 axes) 
• Sawing (formating) of solid wood, board and mineral materials, composites,
 aluminum, etc...
• Cut-o� s, grooving, profi ling, planing, etc.

ULTRA LINE
DUO

Machine connection:

ATEMAG aggregates are used on 
all CNC machines and robot sys-
tems. The machine connection is 
precisely matched to the technical 
requirements of the CNC machine 
or robot.

Tool connection:

• ATlock
• ER 32
• ER 25
• Modular interface
• S1 saw blade fl ange
• S2 saw blade fl ange
• Other connections on request

Sawing (formating) of solid wood, board and mineral materials, composites,

Technical Specifi cations

Max. input speed: 10.000 rpm

Max. output speed: 10.000 rpm

Gear ratio: 1 : 1

Max. torque: 1 - 5 Nm

Permissible operating
temperature: max. 85°C

Positioning of 
torque arm: 360°

Machining angle: 0°

Number of tool outputs: 2-49 / fi xed

Lubrication: Grease / Sima Lube 

VERTI FUNCTION LINE
Multispindle drilling head for economical drilling of numerous holes 
or complex hole pattern in just one machining stroke

The design is always application-based. The number of spindles, the grid 
dimensions, and the spindle arrangement can vary accordingly.

Typical applications:
• Furniture, windows, and doors: Holes for twist handles or hardware in just one step
• Acoustic elements: Economical production due to fewer drilling strokes

FUNCTION LINE
VERTI

Furniture, windows, and doors: Holes for twist handles or hardware in just one step

Technical Specifi cations

Max. input speed: 11.380 rpm

Max. output speed: 7.690 rpm

Gear ratio: 1 : 0,676

Max. torque: 22 Nm

Permissible operating 
temperature: max. 85°C

Positioning of 
torque arm: 4 x 90°

Machining angle: 90°

Number of tool outputs: 1 / fi xed

Lubrication: Oil / Oil bath lubrication

Max. tool diameter: ∼ ø 160 mm

MEGA CUTTER ULTRA LINE
Planing shaft aggregate for planing, slotting (sawing), 
brushing, and grinding

Machining capabilities: Slotting, brushing, planing, and grinding
Typical applications:
• Stair construction: Wire-brush texturing of treads
• Shop fi t-out: Slotting with saw package, e.g., curved counter fronts
• Door production: Textured surfaces
• Acoustic elements: Slotting of visible surfaces with saw package, 
 e.g., wall or ceiling elements
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Machine connection:

ATEMAG aggregates are used on 
all CNC machines and robot sys-
tems. The machine connection is 
precisely matched to the technical 
requirements of the CNC machine 
or robot.

Tool connection:

• Shaft Ø30 

Machine connection:

ATEMAG aggregates are used on 
all CNC machines and robot sys-
tems. The machine connection is 
precisely matched to the technical 
requirements of the CNC machine 
or robot.

Tool connection:

• Weldon Ø10 mm
• Other connections on request


